
STONE CORE HARDWOOD
HARDWOOD REIMAGINED.

GENUINE HARDWOOD VENEER BUILT ON AN ENGINEERED STONE CORE

HARDWOOD WITH A 96 HOUR WATER BLOCK PROTECTION & 100% WATER PROOF CORE

PROPRIETARY ULTRA DURABLE AND RESILIENT DIAMONDGARDTM WEAR PROTECTION

SUPERIOR DIMENSIONAL STABILITY  |  65’ X 65’ INSTALLATIONS

FLOATING 5Gi CLICK INSTALLATION | ZERO STAPLING OR GLUING | EASY TO INSTALL

GOLD WARRANTY PROTECTION FOR RESIDENTIAL APPLICATIONS  |  LIFETIME

SILVER WARRANTY PROTECTION FOR COMMERCIAL APPLICATIONS  |  10 YEARS



CLASSICA OAK

MILANO OAK

SICILIA OAK

PALLIDA MAPLE

VERONA MAPLE

MULTI-LENGTHS: 48” + 24”

MULTI-LENGTHS: 48” + 24”

MULTI-LENGTHS: 48” + 32” + 24” + 16”

MULTI-LENGTHS: 48” + 32” + 24” + 16”

MULTI-LENGTHS: 48” + 32” + 24” + 16”



CALABRIA HICKORY

VENETO HICKORY

GALLIO WALNUT

CASTANO WALNUT

NOCINO WALNUT

MULTI-LENGTHS: 48” + 24”

MULTI-LENGTHS: 48” + 24”

MULTI-LENGTHS: 48” + 32” + 16”

MULTI-LENGTHS: 48” + 32” + 16”

MULTI-LENGTHS: 48” + 32” + 16”



PRODUCT

PLANK DIMENSIONS
THICKNESS
OVERALL THICKNESS
WEAR LAYER
GLOSS
EDGE
INSTALLATION
BOX
PALLET
RESIDENTIAL WARRANTY
LIGHT COMMERCIAL WARRANTY

STONE CORE HARDWOOD CONSISTS OF IXPE [10x] ATTACHED PAD, EXTRUDED 
LIMESTONE AND POLYMER CORE, REAL HARDWOOD VENEER, AND A PROPRIETARY 

URETHANE SURFACE FINISH
6.5” X MULTI-LENGTHS UP TO 48” (166MM X UP TO 1,220MM)

4.8MM SPC + 1.2MM HARDWOOD VENEER + 1.0MM IXPE [10X] ATTACHED PAD
7.0MM

DIAMONDGARDTM

LOW SHEEN | 6-10O

MICRO BEVEL
FLOATING VÄLINGE 5Gi CLICK

10 PLANKS / 21.80 FT2  (2.025 M2)
40 BOXES / 871.96 FT2 (81.01 M2)

LIFETIME
10 YEARS

TECHNICAL CHARACTERISTICS

DIAMONDGARDTM

• NEXT GENERATION PROPRIETARY SURFACE FINISH
• ULTRA DURABLE & HIGHLY RESILIENT AGAINST WEAR, 

INDENTATIONS, AND SCRATCHES
• LOW SHEEN FINISH

HARDWOOD
• GENUINE HARDWOOD VENEER
• 96 HOUR WATER BLOCK PROTECTION
• LITTLE TO ZERO MAINTENANCE
• EASY TO CLEAN

STONE CORE
• ENGINEERED STONE CORE
• 100% WATER PROOF
• SUPERIOR DIMENSIONAL STABILITY
• VÄLINGE 5Gi CLICK LOCKING SYSTEM
• EASY INSTALLATION

UNDERPAD
• ATTACHED IXPE [10X] UNDERPAD
• PROVIDES SUPERIOR COMFORT & SOUND INSULATION

FLOOR SCORE CERTIFIED TO MEET INDOOR AIR QUALITY STANDARDS, RIGOROUSLY TESTED TO BE 
FREE OF 35 TYPES OF VOLATILE ORGANIC COMPOUNDS INCLUDING FORMALDEHYDE. QUALIFIES FOR 
MANY GREEN BUILDING SCHEMES SUCH AS LEED V4, WELL, BREEAM, & CHPS.

WWW.KENNEDYFLOORINGS.COM/PRODUCTS/HARDWOOD/FLORESTA


